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Network config - TCP/IP settings for Wifi
Router

Description[]

Due to the numerous brands and models of Wifi routers on the market, we cannot explain them in a
unified manner. We recommend that you refer to the manual to set up the Wi-Fi router or search on

Google. Thank you.

Example for ASUS RT-AC66U

Stepl

¢ 1. Connect the Ethernet cable: Plug one end of the cable into the dormitory network port, and
the other end must be connected to the WAN port of your router.
0 Important: It must be connected to the WAN port only! WAN only! WAN only!

e 2. Log in to the router management interface: After connecting, please open a browser and
enter your router's management address (usually 192.168.0.1 or 192.168.1.1). You will then be

able to access the graphical management interface for further configuration.

R« SignIn
RT-AC66U B1

=ign in with your ASUS router account

Username

Password
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Step2

e 1. Click WAN

e 2. WAN Connection Type choose Static IP.

e 3. Fill in your Dormitory Network IP Information for WAN IP Setting and WAN DNS Setting.
Other settings (such as DHCP) use the default value as shown in the following figure:

(’“ Network Map WAN - Internet Connection

H AiMesh RT-ACEEU B1 supports several connection fypes to WAN (wide area network). These types are selected from the dropdown
: menu beside WAN Connection Type. The setting fields differ depending on the connection type you selected.

AT
ﬁ?ﬁ Guest Network Configure the Ethernet WAN settings of RT-ACE6U B1.

[E] AiProtection Baslc Conﬁg

WAN Connection Type Static IP
(':‘\ Adaptive QoS
Enable WARN O vas ® No

{\# Traffic Analyzer Enable NAT O Yos @ No

M Game Enable UPnP  UPnP FAG O ves ® No

Enable secure UPnP mode O ves ®po
Open NAT

UPNP: Allowed internal port range 1024 to 65535

o . "
.@‘ USB Application
; UPMNP: Allowed extarnal port range

{7 Aicloud 2.0
WAN IP Setting

)" Tools IP Addrass

Subnet Mask
Advanced Settings

F.-:\:‘l\'l Wireless

[@] Lan

Default Gateway

WAN DNS Setting

DNS Serveri 140.114.63.1 =

5 wan :
— DNS Server? 140,114,641

Step3

e 1. Find and select “Internet Protocol Version 4 (TCP/IPv4)”, then click “Obtain an IP
address automatically”.
e 2. Click “Obtain DNS server address automatically” and click “OK” to submit.
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Internet Protocol Version 4 (TCP/IPv4) Properties X

General Alternate Configuration

You can get IP settings assigned automatically if your network supports
this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

QE:EDbtan an IP address H.ltl:ﬂ'lﬂtitﬂ'f;

(O Use the following IP address:

2.

i@ﬂbtﬂﬂh‘ﬁww addrcssauhun‘aﬁcal'r;
() Use the following DNS server addresses:

Validate settings upon exit Advancad

oK Cancel

e 3. If you are a macOS (Apple computer) user, please follow the guide below to configure your
network.

If you are not using macQS, this instruction does not apply to you, and you may disregard it.
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L ] < & Network Q, Network
1 Location: | Automatic a = Wi-Fi 3 T
= =

o wi-FiWDNS WINS 8024 Proxies  Hardware
o Wi-Fi A
® connacted 9= Status: Connected Turn Wi-Fi Off *

Wi-Fi is connected to Apple and has the IP Configure IPvaf Using DHCP

VPN nthu l address 192.168, 2 - . W

Mot Connacted 38 IPv4 Address: 192.168. Renew DHCP Lease

Apple U...Adapter ~ R B
L Ebapimmianall G Network Name: | Apple | ° ] Subnet Mask: 255.265.255.0 DHCP Client ID:

n (If required)

@ USBTOL.00LAN /& 9 Automatically join this network Router: 140.114.

Not Connected NS

e~ Configure IPv6: = Automatically a

Knowin networks will be jeined automatically. If
no knewn networks are available, you will have Router:
10 manually select a network.

IPv6 Address:
Prefix Length:
2.
Show Wi-Fi status in menu bar Advanced... 2
+ | — v
? Cancel oK

Network

= WiFi 5 -
Wi-Fi TCPIIP@ WINS  802.1X Proxies Hardware

DNS Servers: Search Domains:
140.114.63.1
140.114.64.1 :
G IPv4 or IPvE addresses ik
6 L]

? Cancel ‘ oK %

Step4

* Network config completed, feel free to connect the Internet.

If any questions, please contact us.

E-mail: dorms@cc.nthu.edu.tw

Phone: (03)5715131#31178

Service time: Mon-Fri 8.30am-12.00pm & 1.30pm-5.00pm

Sincerely,
Network System Division from Computer & Communication Center
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